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EXSTG. ALUM & CAULK



 





EXSTG. BRICK

EXSTG. BLOCK

TYPE X WATER RESISTANT SHEETROCK

NEW PAINTED ALUMINUM INTERIOR PANNING

ALUMINUM BLAST CLIP AND TRIM OR INTEGRATED IN JAMB

#12  2" SELF TAPPING ZINC COATED SCREW

1" MINIMUM PLASTIC THERMAL BREAK

SOLAR BAN 60 THERMAL PANE LOW E ARGON GLAZING

EXSTG. ALUMINUM  WINDOW JAMB REMAINS IN PLACE

NEW PAINTED 3 TIER ALUMINUM PANNING MIN 24 GAGE

POLYURETHANE CAULK JOINT





 

IMPACT TRIPLE GLAZING

LOW E ARGON

.030 BLAST GLAZING LAMINATION

1/4" TEMPERED

PPG SOLAR BAN 60 OR EQUAL

1

8

" TEMPERED.030 

1

8

" TEMPERED

NEW ALUMINUM PANNING

NEW ALUMINUM PANNING

NEW WATERPROOF GYP

INTERIOR TRIPLE LAMINATED GLAZING

#14  4" SELF TAPPING ZINC COATED SCREW OR TAPCON



 

MULLION OPTION - OR -

OUTSIDE METAL SHEETROCK CORNER FINISH SMOOTH



 

The Price of Freedom
is Visible Here

CONSTRUCTION ADHESIVE

EXSTG.  WOOD AND ALUMINUM HEAD, JAMB AND SILL TO REMAIN

NEW TRIPLE GLAZED BLAST RESISTANT WINDOW UPPER 1/4 OPERABLE

EXSTG CENTER WALL

EXTRUDED  ALUMINUM

TWO SINGLE WINDOWS

** NOTE:  TOTAL WINDOW ASSEMBLY GLAZING AND FRAME

    MUST BE .32 U VALUE OR BETTER

SOLID SURFACE WINDOW SILL FOR EACH NEW WINDOW SPEC 06-20-00

ROLLER  SHADES AT ALL HOSPITAL WINDOWS EXCEPT STAIRWELLS EXCEPT MECHANICAL AREAS SPEC 12 24 00

ROLLER SHADE

WINDOW SILL -  SOLID SURFACE



  

LOW E ARGON

.030 BLAST GLAZING LAMINATION

1/4" TEMPERED

1

8

" TEMPERED.030 

1

8

" TEMPERED

' DOUBLE GLAZED '

' HEAD '

' SILL '

' JAMB '

** NOTE:  LEAVE EXISTING ALUMINUM HEAD, JAMB AND SILL.

REMOVE EXSTG. WINDOW AND DISPOSE

INSTALL NEW PAINTED ALUMINUM PANNING

INSTALL NEW BLAST RESISTANT ALUMINUM WINDOW USING

NUMBER 14 FOUR INCH HEX HEAD SELF TAPPING ZINC COATED SCREWS

FASTEN 2 INCHES FROM TOP AND BOTTOM AND SIDES

8 INCHES ON CENTER THERE AFTER

** NOTE:  WINDOW GRIDS BETWEEN THE DOUBLE GLAZED

ARGON FILLED AREA IS ONLY APPLICABLE TO THREE

WINDOWS IN C WING SECURE STORAGE AREA

INSIDE OR OUTSIDE  L



** NOTE:  TOTAL WINDOW ASSEMBLY GLAZING AND FRAME

    MUST BE .37 U VALUE OR BETTER













' HEAD & JAMB '

' OUTER SILL '

 

** NOTE:  NO ITEMS IN FRONT OF OR BEHIND THE WINDOW

WILL BE REMOVED BY THE GOVERNMENT.  THE CONTRACTOR

IS RESPONSIBLE FOR REMOVAL AND REINSTALLATION OF ALL

CHAIRS, DESKS, HOSPITAL EQUIPMENT, SHELVING, STORAGE

UNITS TABLES, ETC.

** NOTE:  THE OPERABLE AWNING PORTION OF THE BLAST

WINDOW IS DESIGN TO OPEN FULLY BY MAINTENANCE

PERSONNEL TO PASS THROUGH CONDUITS, PIPES ETC.

AND THEN CLOSE THE WINDOW.


